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&lt;p&gt;Copa do Mundo FIFA 1962:&lt;/p&gt;

&lt;p&gt;Pel&#233; Pel&#233;&It;/p&gt;

&lt;p&gt;Alguns dos jogadores de futebol brasileiros mais not&#225;veis que venc

eram a Copa do Mundo da a6£i.é FIFA incluem Pel&#233;, Garrincha ndias como o Pauzi
nho e L&#250;cio. Esses atletas n&#227;0 s&#243; ganharam no torneio mas tamb&#2
33;m deixaram &d£i,e um impacto duradouro sobre os esportes: s&#227;0 considerados
lendas deste jogo; inspirar&#227;0 gera&#231;&#245;es para seguir seus passos&lt
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div&gt;&lt;div&gt; &lt;div&gt; &lt;span&gt; Top load or &quot;toroid&quot; electrod
e&lt;/span&gt; Most Tesla coil designs have a smooth spherical- or toroidal-
shaped metal electrode on the high-voltage terminal. The electrode serves as one
plate of a capacitor, with the Earth as the other plate, forming the tuned circ
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&gt;&lt;div&gt; &lt;div&gt; &lt;div&gt; &lt;div&gt; The topload of a Tesla coil is p

laced directly above the primary coil &lt;span&gt;to help control the electrical
discharge and improve the efficiency of the coil&lt;/span&gt;. Placing the topl

oad at the side may not provide the same level of control over the electrical di
scharge and could impact the performance of the coil.&lt;/div&gt;&lt;/div&gt; &It
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